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Trends in threading technology



A: Steel materials  
 Rm ≤ 1400 N ⁄mm2

F: Cast materials

S: Diffi cult machinable materials

R: Corrosion and acid proof steels  
 Rm ≤ 1100 N ⁄mm2

N: Non ferrous materials

Trends in threading technology
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Tap
HSS-PS

Coating: TiCN

Tap
Solid carbide
Coating: OSM

Thread milling cutter universal
Solid carbide

Coating: TiN/GS

Thread milling cutter
Solid carbide
Coating: TiCN

Thread cutting

up to 1.5 x D

Thread cutting

up to 1.5 x D

Drilling, thread milling 
and countersinking

up to 2 x D

Thread milling

up to 1.5 x D

Hardened steels
up to 55 HRC

Hardened steels
up to 63 HRC

Hardened steels
up to 63 HRC

Hardened steels
up to 66 HRC
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NORIS HT
610H / 710H

NORIS TWIN HT
6260

NORIS UNI
F164

NORIS SF
F305

Thread milling cutter
Single tooth inserts

Coated solid carbide (TiN/TiAlN)

Thread milling up to P = 8.0 mm
starting at thread size M20

Universal application on 
CNC-machining centres

NORIS Einzahn NES
F501/F505/F508

Thread milling cutter
Multi tooth inserts

Coated solid carbide (TiCN/TiAlN)

Thread milling from P = 1.5 mm up to 6 mm
starting at thread size M64

Universal application on 
CNC-machining centres

NORIS Mehrzahn NMS
F605

Tap
HSS-E

Solid version and detachable version

Thread cutting up to P = 6 mm
up to 2 x D in single pass

Universal application with 
quick change tap holder ISP

NORIS INNENSPAN
7692

A: Steel materials  Rm ≤ 1100 N ⁄mm2

F: Cast materials

N: Non ferrous materials

A: Steel materials  
 Rm ≤ 1100 N ⁄mm2

F: Cast materials

N: Non ferrous materials

R: Corrosion and acid proof steels  
 Rm ≤ 850 N ⁄mm2



Trends in threading technology

Tap
HSS-E

Coating: TiN
with clamping fl at (DIN 1835 Form B) h6 shank

Tap
HSS-E

Coating: TiN/GS, OSM

Thread cutting
up to 4 x D

Thread cutting
up to 3 x D

Thread cutting
up to 4 x D

Thread cutting
up to 3 x D
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NORIS-STABIL NCW
W560

NORIS-SALO-REX NCW
W642

NORIS-STABIL UNI CNC
6410/7410

NORIS-SALO-REX UNI CNC
 6470/7470 6480/7480

A: Steel materials  Rm ≤ 1100 N ⁄mm2

F: Cast materials

N: Non ferrous materials

Cold forming tap
HSS-E

Coating: TiN

Cold forming tap
HSS-PS

Coating: TiN
with oil grooves and coolant supply

Thread forming up to 1.5 x D Thread forming up to 3 x D Thread forming up to 3 x D Thread forming up to 1.5 x D
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NORIS-SPANLOS EC
6960/7960

NORIS-SPANLOS ECSN
6970/7970

NORIS-SPANLOS NEO CSN
69CC/79CC

NORIS-HM-SPANLOS EC
 6720/7720

Cold forming tap
HSS-E

Coating: HCr, TiN, TiN/GS
with oil grooves

A: Steel materials 
 Rm ≤ 1100 N ⁄mm2

F: Cast materials

R: Corrosion and acid proof steels 
 Rm ≤ 1100 N ⁄mm2

N: Non ferrous materials

A: Steel materials 
 Rm ≤ 1400 N ⁄mm2

S: Diffi cult machinable materials

N: Non ferrous materials

A: Steel materials 
 Rm ≤ 1100 N ⁄mm2

F: Cast materials

R: Corrosion and acid proof steels 
 Rm ≤ 1100 N ⁄mm2

N: Non ferrous materials

Cold forming tap
Solid carbide

Coating: TiN/GS

R: Corrosion and acid proof steels  Rm ≤ 1100 N ⁄mm2

R: Corrosion and acid proof steels 
 Rm ≤ 1100 N ⁄mm2

A: Steel materials 
 Rm ≤ 1400 N ⁄mm2

F: Cast materials

S: Diffi cult machinable materials

N: Non ferrous materials

R:Corrosion and acid proof steels 
 Rm ≤ 1100 N ⁄mm2



Ernst Reime Vertriebs GmbH
Precision Tools
Gugelhammer Weg 11
D-90537 Feucht near Nuremberg
Phone: +49 (0) 91 28 / 91 16 -  0
Fax: +49 (0) 91 28 / 91 16 - 10
Internet: www.noris-reime.de
E-mail: noris@noris-reime.de
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For more information, please see our main catalogues

 Please call us if you require technical support.

This brochure contains information about NORIS products from REIME.


